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Chettinad Cement/ Tamilnadu/ Ariyalur/ J}C\
Cement Plant & CPP/EC Compliance/Oct '21 — Mar 22/ 2021-22

259 May, 2022

The Joint Director
Ministry of Environment, Forest & Climate Change

Government Of India

IRO, 1°t Floor, Additional Office Block for GPOA,
Shastri Bhawan,

Haddows Road, Nungambakkam

Chennai - 600 006.

Sir,

Sub: Submission of Six Monthly Environmental Clearance Compliance &
Environmental Monitoring Reports (Oct ’21 - Mar '22) — Expansion of
Cement Plant Capacity (5.0 to 5.5 million tons per annum) and Captive
Power Plant (30 to 45 mw) - Chettinad Cement Corporation Private
Limited, Ariyalur Works at Kilapaluvur Village, Ariyalur Taluk &
District , Tamilnadu

Ref: Environmental Clearance issued by Ministry of Environment and
Forests vide Letter No. F.No. J-11011/506/2006 -IA.ll (1) dated 17"
Jul 2009

We submit herewith the following reports pertaining to our Integrated Cement
Plant with Captive Power Plant located at Kilapaluvur Village, Ariyalur Taluk &
District, Tamil Nadu for the period from Oct '21 — Mar ’22. The Environmental
Clearance granted by MoEF is for the expansion of Cement Plant Capacity from
5.0 to 5.5 million tons per annum and Captive Power Plant Capacity from 30 to 45
MW. Line-1 Cement Planl Were in vper alion during Lhis period and Line-2 Stopped

condition.

a. Environmental Clearance Compliance Report (Oct 21 - Mar '22)-Annexure 1
b. Environmental Monitoring Report comprising of

. Ambient Air Quality Monitoring - Consolidated Report - Annexure 2

Chettinad Cement Corporation Private Limited CIN : U93090TN1962PTCo004947
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II. Noise Level Monitoring - Consolidated Report - Annexure 3

lll.  Ground Water Quality Monitoring Report- Annexure 4
IV.  Stack Emission Monitoring - Consolidated Report - Annexure 5
V. Fugitive Emission Monitoring Report- Annexure 6

VI. Treated Effluent Quality Monitoring - Consolidated Report - Annexure 7

Yours faithfully,
for Chettinad Cement Corporation Private Limited
A. Amalraj

E& Joint President (Works)

Copy to:
Regional Directorate, CPCB, Chennai

Member Secretary, TNPCB, Chennai.
JCEE, TNPCB, Trichy
DEE, TNPCB, Ariyalur
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Annexure 1

Chettinad Cement Corporation Private Limited (Ariyalur Works)
Keelapaluvur Village, Ariyalur Taluk & District, Tamilnadu

Environmental Clearance (EC) Compliance Report Oct’2021 — Mar’2022)

[(Environmental Clearance (EC) issued by MoEF vide letter No. J-11011 /506/2006-IAll (1)
dated 17" Jul 2009 for the expansion of Cement Plant Capacity
( 5.0 to 5.5 million tons per annum) and Captive Power Plant (30 to 45 mw)]

A. Specific Conditions

S No

Specific Condition

Compliance Status

Online continuous stack monitoring
facilities for all the stacks and adequate
air pollution control systems shall be
provided to keep emission levels below
50 mg/Nm3. Electrostatic Precipitator
(ESP) to Cooler and Captive Power
Plant, Bag House /Bag Filters already
provided to existing Raw Mill/Kiln, Coal
Mill, VRM & Cement Mill shall be
properly maintained to control air
emissions <somg/Nm3 and data on
ambient air quality , stack emissions-and
fugitive emissions  shall be regularly
submitted to the Ministry’s Regional

Office at Bangalore, Tamilnadu Pollution

Control Board and Central Pollution
Control Boards (CPCB) once in six
imutiths

Online continuous stack monitoring system is
available for Raw Mill/Kiln Stack, Cooler ESP
Stack, Coal Mill Stack, Cement Mill Stack &
Captive Power Plant (CPP) Boiler. The air
pollution control devices viz., ESP, Bag House,
and Water Sprinkling are in place to control
the dust emission within the norms prescribed.
Air Pollution Control Measures provided
include ESP to Cooler & CPP Boiler, Bag
House for Raw Mill/Kiln, Coal Mill & Cement
Mill and Bag Filters to Ash Silo, Clinker Silo &
all transfer and all APC Mcasures are being
be properly maintained to ensure that the
emission levels are below the prescribed

norms

Monllored data on Amblent Alr Quahty, Stack
Emissions and Fugitive Emissions are being
submitted to the MoEF & CC's Regional Office
at Chennai , Central Pollution Control Board
(CPCB) & Tamilnadu Pollution Control Board,
once in six months. Last report submitted on

26" Sep 2021,

The company shall install adequate dust
collection and extraction system to
control fugitive emission system at

various transfer points, raw mill handling

Dust collection/extraction systems available

to control fugitive emission are detailed below.




Specific Condition

Compliance Status

-

(inloading, ~ conveying, transporting,
stacking), vehicular movement, bagging
and packing areas etc. Dust Extraction
and Dust Suppression system like Bag
Filters and Water Spray System shall be
installed in the coal handling system,
transfer points etc. Asphalting
/concreting of roads and water spray all
around the stock yard and
loading/unloading areas shall be carried
out to Control fugitive emissions.
Covered sheds for storage of raw
materials and fully covered conveyers
for transportation of materials shall be
provided. Raw Meal, Clinker and Fly Ash

shall be stored in silos.

Raw Materials

Activity Control Mcasures
Provided
Unloading of | Water Sprinkling

| Stacking Closed Storage with water
Sprinkling System for Coal,
Gypsum

Storing Silos with Bag Filters for
Raw Meal, Clinker & Fly
Ash, Cement

Conveying Pneumatic conveying

Fly Ash from | through closed pipeline

ESP Hopper

to Fly Ash Silo

Conveying of

Materials
(Raw Meal,
Clinker, Coal,
etc.,)

Closed Conveyors and

transfer points with Bag

Filters

Conveying of
Fly Ash from
Sllu Lo
Cement Mill &
Cement to
Silo

Using Air Slide and Bucket

Elevator

Transporting,
Vehicular

Movement

e Paved Roads

e Allowing only vehicles

with  Pollution Under
Control Certificate inside
the premises

e Tarpaulin Cover for the
materials

e No Overloading

e Speed Control




S No

Specific Condition

Compliance Status

Activity Control Measures
Provided
Bagging and Electronic Packers with
Packing Bag Filters

ii.

Secondary fugitive emissions should be
controlled and regularly monitored as
per Guidelines issued by the CPCB.
Secondary fugitive emissions from all
the sources shall be controlled within
issued by

latest permissible limits

Ministry and regularly monitored.

Guidelines /Code of practice issued by
the CPCB shall be followed.

Secondary fugitive Emissions are being

controlled by providing following appropriate

control measures and are also regularly

monitored as per CPCB Guidelines for

controlling the same, within stipulated norms.

« Paved/concrete roads for truck movement

o Use of closed trucks/bulkers/covering
materials with  tarpaulin before
commencing transport

e Speed control

e Avoiding overloading

 Providing closed storage for Gypsum, Coal
etc,

« Closed Silos for Raw Meal Clinker, Fly Ash
& Cement

e Water Sprinkling arrangement

 Bag Filters at Transfer Points

e Maintaining the equipment in pood
condition.

o Progressive Greenbelt development in the
Plant premises

Fugitive emissions are being monitored at

three locations every quarter.

Efforts shall be rmade to reduce impact
of transport of the raw materials and
end products on the surrounding
environment including agriculture land.
All the raw materials including Fly Ash
shall

containers only and should not be

be transported in the closed

overloaded. Vehicular emissions shall be

regularly monitored.

The roads inside the plant have been
concreted/paved with tar to reduce the
fugitive dust emission due to transport of raw

materials.

By preventing over loading and ensuring speed
control, the spillage of materials is avoided.
Transportation of raw materials in closed

trucks, covering the materials with tarpaulin




S No Specific Condition Compliance Status
before commencing transportation and using
bulkers for transportation of Fly Ash are
ensured to prevent fugitive emission.
v. | Total ground water requirement shall | Total ground water requirement will not

not exceed 1990 m3/day. All the treated
waste water treated in a neutralization
plant and recycled and reused in the
Cement Plant for cooling purpose /or
for dust suppression  greenbelt
development and plant related activities
etc. No process waste water shall be
discharged outside the factory premises
and zero effluent discharge shall be
adopted. Domestic effluent treated in
Sewage Treatment Plant (STP) shall be
used for greenbelt development within

the Plant and Colony area.

exceed 1225.6 m3/day.

The industrial waste water treated in a
neutralization plant is being recycled and
reused in the Plant for mill spray cooling

purpose.

Domestic waste water treated in Sewage
Treatment Plant (STP) is being used for dust
suppression  and greenbelt development
within the premises.

No process waste water is being discharged
outside the factory premises as “Zero Liquid

effluent Discharge” is being followed.

Vi,

Prior permission for the excess water
required for the cxpansion project i.e,
9o KLD shall be obtained from the State
Ground Water Board and all the
the  state
board shall be

followed. A copy shall be submitted to

recommendations  of
government water
the Regional Office of this Ministry at
Bangalore within 3 months of the issue
of this letter. Rejects from the Reverse
Osmosis Plant shall be properly utilized.
Waste oils shall be sold to authorized

recyclers/re processors only.

The clearance for additional ground water
draw! of 9o KLD has been obtained from Chief
Engineer, State Ground waler dind Suiface
Water Resources Data Centre, Chennai and
the conditions stipulated in the above said

clearance are being complied with.

The copy of the above mentioned clearance
had already been submitted to the MoEF &
CC’s Regional Office, Bangalore.

The Renewal of “No Objection Certificate” has
also been obtained for the drawl of ground
water from the Chief Engineer, S5tate
Groundwater and Surface Water Resources

Data Centre, Chennai for a total ground




| S No

Specific Condition

Compliance Status

water drawl of 1225.6 KLD vide letter No.: OT
8 /AG-2/274/ Renewal of NOC/Trichy/2022

dt; 22.04.2022.

The rejects from the Reverse Osmosis Plant
Jfter treatment is being used for mill spray
cooling purpose.

Waste oil is sold to authorized recyclers/re-

processors only.

Vil.

Al the Cement dust collected from
pollution control devices like ESPs, Bag
House, Bag Filters etc. shall be recycled
and reused in the process and used for
Cement manufacturing. Slag shall be
used for manufacture of Portland Slag

Cement (PSC). Organic wastes shall be

used to vermi composting. Inorganic
waste shall be - disposed off in
environment-friendly manner. Sludge

from Sewage Treatment Plant (STR)
shall be used as manure for greenbelt

development.

Dust collected in all bag filters is being reused

in the respective process.

The waste materials like Fly Ash and Slag are
being used In the Cement manufacturing
process to produce Portland Pozzolana
Cement (PPC) and Portland Slag Cement
(PSC) respectively.

Organic wastes are being composted and
Inorganic wastes are being disposed off in our
kiln environment-friendly manner.

STP Sludge is being used as manure for

greenbelt Development.

Viil.

All the Fly Ash shall be ulilized as per fly

1999
amended in 2003 .Efforts shall be made

ash notification subsequently
to use fly ash maximum in making
Portland Pozzolana Cement (PPC). Fly
ash shall be stored in silos and other

materials in closed sheds.

Fly Ash generated in our Captive Power Plant
is fully used for manufacturing Portland
Pozzolana Cement (PPC). Efforts are being
made to use maximum percentage of Fly Ash
in Cement manufacturing conforming to BIS
standard specification.

The Fly Ash is stored in Silos and other
materials like gypsum, coal etc., and are stored

in closed sheds.

An effort shall be made to use of high
calorific hazardous waste in the Cement
Kiln and necessary provision shall be

made accordingly.

Necessary provisions like high efficiency multi-
channel burner, feeding system etc,, have been
to facilitate

installed co-processing  of

hazardous wastes in the Kiln.




S No

Specific Condition

Compliance Status

Hazardous Waste Authorisation has been
obtained from TNPCB [Authorisation No..
18HFCo598326 and dated . 28/11/2018] for

Co-processing & Co-Incineration of hazardous

waste.

The co-processing of CETP Sludge (Textile) in
our Kiln is under progress. Continuing the co-
processing of this sludge depends on the
quality of Limestone received from our
Captive Limestone Mines and the quality of
CETP Sludge received from Textile Industry,
1< variations have been observed in the quality
of both.

As shall be

developed in 29.07 ha (33%) out of total

proposed greenbelt
87.21 ha as per the CPCB guidelines to
mitigate the effects of air emissions in
with DFO. As

proposed Rs 10 Lakh shall be earmarked

consultation local

towards greenbelt development and

maintenance.

Details of Greenbelt Development
60281 saplings have been planted so far.

Details of Greenbelt Development

Total Plant & Colony Area 87.21 ha
Proposed Greenbelt Area 29.07 ha
Actual Greenbelt Area 28.80 ha
Balance area to be developed

with Greenbelt 0.27 ha
Plan for plantation of saplings : 200
Completion of plantation June- 2022

Greenbelt development is being carried out

progressively.

1

Tha projert antharity shall adhere to the
provisions stipulated in the Fly Ash
notification of September,1999 and as
amended in August 2003 in regard to Fly
Ash Utilization.

Fly Ash generated from the Captive Power
Plant i1s being fully used [or manufacturing

Portland Pozzolana Cement (PPC).

xii. | Al recommendations made in the | CREP guidelines pertaining to Cement Sector
corporate responsibility for | are being followed.
environment protection (CREP)  for
Cement Plant shall be implemented B




B. General Conditions

| S No

General Condition

Compliance Status

The project authority shall adhere to
the stipulations made by Tamilnadu
Pollution Control Board (TNPCB) and

State Government.

Stipulations of Tamilnadu Pollution Control
Board / State Government are being complied

with.

No further expansion or modification of
the plant shall be carried out without

prior approval of this Ministry.

No further expansion or modernization of the
plant will be carried out without prior approval
of the MoEF & CC, New Delhi & TNPCB.

The gaseous and particulate matter
emissions from various units shall
conform to the standards prescribed by
the T.N. Pollution Control Board. At no
time, the particulate emissions from the
Cement Plant shall exceed TNPCB limit.
Interlocking facility shall be provided in
the pollution control equipment so that
in the event of the pollution control
equipment not working, the respective

unit(s) is shut down automatically.

The air pollution control devices like ESP,
Bag House/ Water Sprinkling and Low NOX
Burner etc., are in place to control the
gaseous and particulate matter emissions
within norms.

The air pollution control devices are
maintained in good working condition so that
emissions are controlled effectively, efficiently
and continuously. The emissions from the
Cement Plant are within prescribed limit.
Interlocking facility has been provided in the
pollution control equipment so that in the
event of the pollution control equipment not
working, the respective production unit gels

shut down automatically.

One ambient air quality monitoring
station shall be installed in downwind
direction. Ambient Air Quality including
Ambient Noise Levels shall not exceed
the standards stipulated under EPA or
by the State authorities. Monitoring of
Ambient Air Quality and Stack
shall be
regularly in consultation with TNPCB
and report submitted to the TNPCB

Emissions carried out

> nos. of Continuous Air Quality Monitoring
Stations Installed and connected to TNPCB -
Care Air Centre.

Ambient Air Quality and Ambient Noise Levels
are within the standards stipulated under EPA
and the State authorities.

Monitoring of Ambient Air Quality and Stack
Emissions are being carried out regularly
and the monitored data is being submitted
to the TNPCB monthly and to the MoEF &




| S No

General Condition

Compliance Status

quarterly and to the Ministry's
Regional Office at Bangalore half-

yearly.

CC's Regional Office at Chennai half-yearly.

The company must harvest the

rainwater from the rooftops and
storm water drains to recharge the
ground water and use the same water
for the various activities of the project

to conserve fresh water.

The rainwater from the rooftops and run off
are directed through storm water drains to
rain harvesting pond to recharge the ground
water and ensure availability of water for the
various activities of the Plant to conserve fresh

water.

Vi.

The company shall undertake eco-

development measures including
community welfare measures in the

project area.

The eco-development activities like rain water
harvesting, planting of saplings have been
carried out. The various community welfare
measures which include Health, Education and

Infrastructure initiatives are being carried out.

Vil.

The overall noise levels in and around
the plant area shall be kept well
within the standards (85 dBA) by
noise control

providing measures

including acoustic hoods, silencers,
enclosures etc. on all sources of noise
gonaration. The amhbient noise levels
shall conform fto the Standards
prescribed utidel cﬁ'u'ironmnntal
(Protection)Act,1986 rules, 1989 viz.
75 dBA (day time) and 70 dBA (night

time)

For all sources of noise generation, the
required control measures viz., acoustic hoods,
silencers, enclosures have been provided. The
Equipment  and Machinery are being
maintained well. Ambient Noise Level is being
monitored by a recognized laboratory at 8
locations. These Ambient Noise Levels
conform to the standards prescribed 75 dBA

(day time) and 70 dBA (night time).

Viil.

Proper housekeeping and adequate
occupational health programmes shall

be taken up.

Regular housekeeping is being carried out in
the entire plant area and occupational health
like

periodical health check up for the employees,

programme pre-employment  and
health awareness programme, ensuring use of
by the

employees, maintaining clean and safe work

personal protective  equipment
environment etc., are being carried out for

employees.




General Condition

Compliance Status

| S No

A separate environmental
management cell to carry out various
management and monitoring functions
shall be set up under the control of

Senior Executive.

A separate environmental management cell
to carry out various activities related to
Environment has been set up under the
control of Senior Executive, who reports to the
Unit Head. The regular environmental
monitoring is being carried by External Agency
MOEFCC NABL

Accreditations.

having Approval &

As proposed, Rs. 2.00 Crores and 0.50
Crores shall be earmarked towards
capital cost and recurring cost/annum
for environmental pollution control
measures and judiciously used to
implement the conditions stipulated
by the Ministry of Environment and
Forests as well as the State
Government. The funds so provided
chall not be diverted for any other

purpose.

Fund allocated for capital cost and recurring
cost of environmental pollution control
measures has been used to implement the
conditions stipulated by the Ministry of
Environment, Forest & Climate Change as
well as the State Government only and has

not been diverted for any other purpose.

XI.

The regional office of this ministry at
Bangalorp,/CPCB/TNPCB shall monitor
the stipulated conditions. A SiX monthly
compliance report and the monitored
data along with statistical interpretation

shall be submitted to them regularly.

Six_monthly EC compliance report and the
monitored data are being submitted to
Regional Office of MoEF & CC at Chennai,
CPCB & TNPCB regularly.

Xii.

The Project Authorities shall inform
the Regional Office as well as the
Ministry, the date of financial closure
and tinal approval of the project by the
concerned authorities and the date of
commencing the land development

work.

As the internally accrued fund has been
invested for the proposed expansion, this
conditlon is 1ol applicable. The date nf
commencement (10.12.2009) of land
development work for Captive Power Plant
communicated to MoEF, Regional Office of

MoEF, Bangalore on 15.12.2009.

Xiil.

The Project Proponent shall inform
the public that the project has been
accorded environmental clearance by
the Ministry of the

and copies

Advertisements in two local newspapers

Indian Express (in English)
Tamil)

& Dinamani (in
published on 22.07.2009 informing

the public that the project has been accorded







