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The Joint Director
Ministry of Environment, Forest & Climate Change

Government Of India,

IRO, 1t Floor, Additional Office Block for GPOA,
Shastri Bhawan,

Haddows Road, Nungambakkam

Chennai - 600 006.

Sir,

Sub:  Submission of Six Monthly Environmental Clearance Compliance &
Environmental Monitoring Reports (Oct'2021 - Mar'2022) Chettinad Cement
Corporation Private Limited — Karuppur Kilapaluvur Limestone Mine (26.145
ha) with a capacity of 0.76 million tons per annum at Karuppur Senapathy &
Kilapaluvur Villages, Ariyalur Taluk & District, Tamilnadu

Ref: Environmental Clearance granted by SEIAA, Tamilnadu vide Letter No: SEIAA-
TN/F.No 3000/2013/EC-4o/1(a)/ARY/2o16/ dated 27" Apr 2016

We enclose herewith the Six Monthly Environmental Clearance Compliance &
Environmental Monitoring Reports pertaining to  Karuppur Kilapaluvur Limestone Mine
(26.145 ha) with a capacity of 0.76 million ton per annum at Karuppur Senapathy &
Kilapaluvur Villages, Ariyalur Taluk & District, Tamilnadu, for the period from Oct'2021 -
Mar'2022.

1. Environmental Clearance Compliance Report Annexure 1
b. Environmental Monitoring Report comprising of
.. Aimbient Air Quality Monitoring - nnsnlidated Report - Annexure 2
ii Noise Level Monitoring - Consolidated Report - Annexure 3
iii. Ground Water Quality Monitoring Report- Annexure 4

Yours faithfully
for Chettinad Cement Corporation Private Limited

M\r
A. Amalraj

Joint President (Works)

(k-
Copy to:
Regional Directorate, CPCB, Chennai
Member Secretary, TNPCB, Chennai.
JCEE, TNPCB, Trichy
DEE, TNPCB, Ariyalur
Cl?ettinad Cement Corporation Private Limited CIN : Ug3090TN1962PTCo04947
Ariyalur Trichy Road, Keelapalur Post, Regd.Office : Chettinad Towers

Ariyalur Dist - 621707, Tamilnaduy, India.
T + 914329 250009
F + 914329 250011, 250013

603, Anna Salai, Chennai - 600 006.

T + 91442829 2727, 42951800 (100 lines)  E : ariyalur@chettinadcement.com
F+ 914428291558 www.chettinad.com




Annexure 1

Chettinad Cement Corporation Private Limited

Karuppur Kilapaluvur Limestone Mine
Karuppur Senapathy &Kilapaluvur Villages, Ariyalur Taluk &District, Tamilnadu

Environmental Clearance (FC) Compliance Report (Uctober-21 toMarch-22)

(Environmental Clearance granted by SEIAA, Tamilnadu vide Letter No :SEIAA-TN/
F.NO 3000/2013/EC-40/1(a)/ARY/2016/ dated27.4.2016for a Mining Capacity of
0.76 million tons per annumé& Mining Lease Area 0f26.145 ha)

Part A - Conditions for Pre-Construction Phase

S.No

Condition(Pre-Construction Phase)

Compliance Status

NOC from the National Board for Wild Life
shall be obtained before commencement
of quarry operations ,for the karaivetti Bird
Sanctuary located at distance of 8 km from

the proposed site for application

submitted for the same on 01.07.2014

With reference to the MoEF notification
(S.0.1909(E) dt. New Delhi, the 31st May,
2019, the extent of Karaivetti Eco-sensitive
Zone varies from o.105 kilometers to 0.891
kilometers around the Karaivetti Bird
Sanctuary and  Karuppur  Keelapalur
Limestone mines falls at 7.3 KM i.e. out of Eco
sensitive Zone of Karaivetti bird Sanctuary.

We received a letter from Principal Chief
Conservator of Forests, Chennai for
Karaivetti Bird Sanctuary location vide letter
Ref. No. WL 5[A]/34792/2019 dt: 20.08.2019,
directed District Forest Officer Lo examine
the condition.

Based on the above PCCF letter, we received
a NOC letter from District Forest Officer vide
letter No.: C No.1993/2017/P dt: 13.09.2019,
stating that, and “the project site is located
away from the Eco sensitive zone Boundary
of Karaivetti bird sanctuary”.

Vision document specifying prospective
plantfor the site shall be formulated and
submittedto the Regional Office of the
Ministry within six months.

The Environmental Clearance has been
obtained for 5.5 million tons of Cement per
annum and 45 MW of Captive Power
Generation at Kilapaluvur, Ariyalur District,
Tamilnadu. This Captive Limestone Mine will
be catering to the requirement of the
Cement Plant mentioned above.

As of now, no further expansion of capacity
of integrated Cement Plant has been




S.No

Condition(Pre-Construction Phase)

Compliance Status

planned. As and when, any plan of further
augmentation plan of Cement Plant,
mentioned above, is conceived, the details
will be submitted to the Regional Office of
MoEFCC, Chennai.

In the case of any change(s) in the scope of
the project, a fresh appraisal by the
SEAC/SEIAAShall be obtained.No change
in mining technology and scope of working
should be made without prior approval of
the StateEnvironmental Impact
Assessment Authority .No change in the
calendar plan including excavation,
quantum of mineral limestone and waste
should be made.

No change in mining technology and scope of
working will be made without prior approval
of the State Environmental Impact
Assessment Authority (Tamilnadu).No
change in the calendar plan including
excavation, quantum of mineral limestone
and waste will be made without
priorapproval of concerned authorities.

A copy of the clearance letter shall be sent
by the proponent to the Local Body,
Ariyalur Taluk, Ariyalur District, and the
local NGO;etsif any,from whom
suggestions/representations, if any, have
been received while processing the
proposal. The clearance letter shall also be
put in the website of the Company by the
Proponent.

A copy of the Environmental Clearance letter
sent to concerned KeelapaluvurPanchayat on
10.06.2016.The EC letter has beenuploaded in
the company website.

Consent for Establishment shall be
obtained from the Tamil Nadu Pollution
Control Board and a copy shall be
subrmiltled o Uie SEIAA,Taiililadu belure
taking up any construction activity at the
site.

Consent for Establishment (CFE)obtained
from TNPCB on 06.09.2019.

A copy of CIC submitted to the SLCIAA,
Tamilnadu before taken up construction
activity at the site.

Vi.

All other statutory clearances such as the
approvals for storage of diesel from Chief
Controller of Explosives,Fire and Rescue
Services Department, Civil Aviation
Department, Forest Conservation Act,1980
and
Wildlife(Protection)Act,1972,State/Central
Ground Water Authority,Coastal
Regularity Zone Authority, other statutory
authorities as applicable to the project
shall be obtained by project proponent
from the concerned competent
authorities.

All applicable statutory clearances for this
project have been obtained from the
concerned competent authorities.




S.No

Condition(Pre-Construction Phase)

Compliance Status

VII.

The construction of the structures should
be undertaken as per the plans approved
by the concerned local authorities /local
administration.

The construction of the structures will be
undertaken as per the plans approved by the
concerned local authorities /local
administration.

viil.

Any appeal against this Environmental
Clearance shall lie with the National Green
Tribunal, if preferred, within a period of 30
days as prescribed under Section 16 of the
National Green Tribunal Act, 2010.

Noted.

iX.

All required sanitary and hygienic
measures should be in place before
starting construction activities and they
have to be maintained throughout the
construction phase.

All required sanitary and hygienic measure in
place of construction activities and
maintained throughout the construction
activities.

The company shall stress up on the
preventive aspects of occupational health.

Workers are trained in safety on theneed to
use Personal Protective Equipment to
safeguard against possible occupational
health issues and also on the safe procedures
to be followed to prevent accidents.

XI.

Provision shall be made for the housing of
construction labour within the site with all
necessary infrastructure and facilities such
as fuel for cooking, mobile toilets, mobile
STP, safe drinking water, medical health
care, créche etc. The housing may be in the
form of temporary structures to be
removed after the completion of the
project.

Only the construction of Office Shed, Toilet
&Septic Tank was involved in this project.
The workers from nearby the villages have
engaged for the same. Hence, housing for the
constructionlabourers is not envisaged.

However, safe drinking water, medical health
care etc., has ensured for the labourers.

Xil.

The project authorities shall advertise with
basic details at least in two widely
circulated newspapers, one of which shall
be in the vernacular language of the
locality concerned within 7 days of the
issue of clearanceand copyof theclearance
letter is available with State Pollution
Control Board and also at website of
SEIAA,TN and a copy of the same should be
forwarded to the Regional office of the
Ministry of Environment and Forests
located at Chennai.

Advertisement in two local newspapers
widely circulated in the region, one in English
(TheNew Indian Express) and the other in
Tamil (Dinamani) publishedon 21.05.2016
informing the public that the project has
been accorded environmental clearance and
copies of clearance letter are available with
the TNPCB and also can be seen at website
of SEIAA.

The copy of advertisement published is
submittedto the Regional office of the
Ministryof Environment, Forest & Climate
Change located at Chennai.

A Separateenvironment and safety
management cell with qualified staff shall
be set up before commissioning of

No major construction work is envisaged as
this is a Mine. Only construction of Office
Shed, Toilet and Septic Tank has carried out.




S.No

Condition(Pre-Construction Phase)

Compliance Status

construction activities and shall be | An EHS Engineer overseen the above
retained throughout the life time of the mentioned construction activities to ensure
industry, for implementation of the safety, health and environmental aspects.

stipulated environmental safeguards.

A separate Environmental & Safety Cell has
be formedto take care of EHS function and
the Head of the Cell will be directly reporting
to the Head of the Organization for
complying with environmentaland safety
regulations and implementing
pollutioncontrol and occupational health and
safety measures.

Xiil.

The State pollution control board should Noted.

display a copy of Environmental Clearance
issued to the project at the regional office,
District Industry Centre and Collector’s
Office/Tahsildar’'sOffice for 30 days.

Part B - Conditions for Construction Phase

| SNo

Condition(Construction Phase)

Compliance Status

Non conventional open-cast mechanized
mining method shall be adopted as reported
for the mining of Limestone. No drilling or
blasting shall be done during mining
operations.

Non- conventional open-cast fully
mechanized mining method adopted
and no drilling or blasting will be
carried out.

Monitoring of well water levels and water
quality of the wells in the locations furnished in
the EIA report shall be done during pre-
monsoon and post monsoon period and results
submitted to the Regional Office of the MoEF,
Chennai and SEIAA.

The monitoring of well water levels
and water quality of the wells in the
locations furnished in the EIA report
has heen taken up during pre-monsoon
and post monsoon period and results
submitted to the Regional Office of the
MokkCL, Chennal and SFIAA, Cliginidi,

iii.

Monitoring of water quality and air qualityin
and around the project site in the
selectedmonitoring points as mentioned in the
EIA report shall be continued regularly
involving Academic Institutions.

The monitoring of water quality and air
quality in and around the project site in
the selected monitoring points as
mentioned in the EIA report taken up
by recognized laboratory.

V.

Regular monitoring of ground water level and
quality shall be carried out in and around the
mine lease by establishing a network of

The regular monitoring of ground
water level and quality taken up in and
around the ML Area by establishing a




S No

Condition(Construction Phase)

Compliance Status

existing wells and constructing new
piezometers during the mining operation. The
periodic monitoring (at least four times in a
year-pre-monsoon  (April-May), ¥ monsoon
(August), post-monsoon (November) and
winter (January); once in each season) shall be
carried out in consultation with the State
Ground Water Board/Central Ground Water
Authority and the data thus collected may be
sent regularly to the Ministry of Environment
and Forest and its Regional Office, Chennai,
the Central Ground Water Authority and the
Regional Director, Central Ground Water
Board. If at any stage, it is observed that the
groundwater table is getting depleted due to
the mining activity; necessary corrective
measures shall be carried out.

network of existing wells and Installed
Piezometers. The periodic monitoring,
four times in a year, once in each
season, carried out in consultation with
the State Ground Water Board/Central
Ground Water Authority and the data
thus collected will be sent regularly to
the SEIAA, TN and the Regional Office
of the MoEFCC, Chennai, the Central
Ground Water Authority and the
Regional Director, Central Ground
Water Board.

If groundwater table is getting
depleted due to the mining activity,
necessary corrective measures will be
taken.

The proponent shall conduct AAQ Monitoring
Survey once in 6 months in the locations
furnished in the EIA report and furnish report
to the Regional Office of the MoEF, Chennai .It
shall be ensured that one AAQ station shall be
located in the nearby habitation of Kilapaluvur
village

The Ambient Air Quality Monitoring
Survey will also be taken up in the
locations furnished in the
Environmental Impact Assessment
Report and the monitored
datafurnished to the Regional Office of
the MoEF & CC, Chennai and SEIAA,
Chennai.

Vi.

The critical parameters such as RSPM (PM,,,
PM,,) and Nox in the ambient air within the
impact zone, peak particle velocity at 300 m
distance or within the nearest habitation,
whichever is closer shall be monitored
periodically. Further, quality of discharged
water shall also be monitored (TDS, DO, PH
and Total Suspended Soilds (TSS). The
monitored data shall be uploaded on the
website of the company as well as displayed on
a display board at the project site at a suitable
location near the main gate of the Company in
public domain. The Circular No. J
20012/1/2006-IA.lI(M) dated 27.05.2009
issued by Ministry of Environment and Forests,
Govt. of India, New Delhi which is available on
the website of the Ministry www.envfor.nic.in
shall also be referred in this regard for its
compliance.

During mining  operations, the
periodical monitoring of parameters
such as PM,,, PM,, and NOX In the
ambient air within the impact zone and
the peak particle velocity at 300 m
distance or within the nearest
habitation, whichever is closer, taken
up.Treatment of domestic effluent in
septic tank, followed by dispersion
trench also being ensured.

As, there will not be any generation of
effluent from mining,no discharge of
cffluent from Mining Lecasc Arca is
envisaged. Hence, the need to monitor
effluent does not arise.

The monitored data uploaded on the
website of the company as well as
displayed on a display board at the
project site at a suitable location near
the main gate of the company in public




S No Condition(Construction Phase) Compliance Status
domain.
The monitoring carried out as per
circular No. J-20012/1/2006-1A.1I(M)
dated 27.05.2009 issued by Ministry of
Environment ,Forest & Climate Change
, Government of India.

vil. Data on ambient air quality [RSPM and NOx] | The monitoring of parameters such as
shall be regularly submitted to the Regional | PM,, PM,, and NOx in the ambient air
office of the MoEF at Chennai and the SEIAA/ | also be taken up and the monitored
SPCB / CPCB once in six months. data on ambient air quality regularly

submitted to the SEIAA, TN including
the Regional Office of the MoEFCC
located at Chennai,TNPCB and CPCB
once in six months.

viil. Fugitive dust emissions from all the sources | As no conveyor has been planned
shall be controlled regularly. Water spraying | either while carrying out above
arrangements on haul roads, loading and | mentioned construction activities or
unloading and at transfer points should be |during the mining operation, the
provided and properly maintained. transfer points and control measures

for same are not envisaged.

However, water sprinkling by water
tankers will be ensured on the haul
roads to control fugitive dust
emissions. |

iX. Pre-placement medical examination and | Pre-placement medical examination
periodical medical examination of the workers | and periodical medical examination,
engaged in the project shall be carried out and | forthe workers going to be engaged
records maintained. For this purpose, | for the mining operations, carried out
schedule of health examination of the workers | and records are being maintained. For
should be drawn and followed accordingly. this purpose, schedule of health

examination of the workers are drawn
and followed accordingly.

X Regular medical check-up for mine workers | The regular medical check-up for mine
and nearby residents around the project site | workers and nearby community (under
involving community medical centre / NIMH | CSR initiative) around the project site
shall be conducted. ; are carried out.

Xi. Mineral handling area shall be provided | The activities viz, Mineral Handling,

withadequate number of high efficiency dust
extraction system. Loading and unloading
areas including all transfer points shall
alsohave efficient dust control arrangements.
These should be properly maintained and
operated.

Loading and Unloading are envisaged
during the mining operations.

While carrying out mining operations,
water sprinkling arrangements
areprovided to suppress the dust at
material handling area & loading and
unloading areas. As dust suppression
are ensured, no dust extraction system
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Condition(Construction Phase)

Compliance Status

has been planned.

As no conveyor has been planned in
Mine, the transfer points and control
measures for same are not envisaged.

Xil.

Vehicular emissions shall be kept under control
and regularly monitored. Measures shall be
taken for maintenance of vehicles used in
mining operations and in transportation of
mineral. The vehicles shall be covered with a
tarpaulin and shall not be overloaded.

The vehicles entering the Mine are
checked at the entry point for
Pollution Under Control Certificate.
Use of vehicles for mining operations,
transportation of mineral and
maintenance of vehicles are envisaged
only during mining operations. Regular
maintenance of vehicles used in mining
operations and in transportation of
mineral ensured. The vehicle body
coveredwith tarpaulin, before
commencement of transportation. The
vehicleswill not be overloaded.

Xiil.

The effective safeguard measurements shall
be provided to control particulate dust levelln
critical areas, transfer points and haul road
with in the mining area.

Water sprinkling will be ensured on the
haul roads while transportation of
mineral.

As no conveyor has been planned
either while carrying out above
mentioned construction activities or
during the mining operation, the
transfer points and control measures
for same are not envisaged.

Xiv.

At least four ambient air quality-monitoring
stations should be established in the core zone
as well as in the buffer zone for RSPM (PM,,
PM,,) and NOx monitoring. Location of the
stations should be decided based on the
meteorological data, topographical features
and environmentally and ecologically sensitive
targets and frequency of monitoring should be
undertaken in consultation with the Tamilnadu
Pollution Control Board.

XV.

The Ambient Air Quality Monitoring
Stations will be established in the core
zone as well as in the buffer zone for
PM..& PM,, and NOx monitoring.
Location of the stations and the
frequency of monitoring were decided
in consultation with the Tamilnadu
Pollution Control Board and
considering applicable factors
stipulated herein.

Mine working shall be restricted up to 15
bgl(average) as per the present mine plan
period.NOC from the state GWA for drawing
ground waler level.

The mine workingsare restricted up to
15 m bgl(average) as per IBM Approved
Mining Plan.

Rain water collecled in the sump at the
bottom most bench of the Mine Pit will
used to meet the water requirement of
the Mine. In case, any need arises to
use ground water, the required prior







